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SUMMARY

A study is made of the effect of varistion in rivet strength on the
average panel stress at maximum load for 755-T6 aluminum-alloy, flat,
Z-stiffened compression panels that fail by local buckling. A curve is
presented for the determination of the relationship between strength,
diemeter, and pitch of the rivets, and the strength of stiffened, flat
compression panels of such proportions that failure is by local buckling.

INTRODUCTION

The effect on the strength of longitudinelly stiffened compression
panels of the riveting used to attach stiffeners to skin has been exten-
gsively investigated at the Langley structures research laboratory of the
National Advisory Committee for Aeronautics. Comprehensive test data
have been presented on the strength of 248-T3 gluminum-glloy panels
assembled with A17S-T4 aluminum-alloy rivets at various combinations of
rivet pitch and diameter (refs. 1 to 5), and the test program has been
extended (ref. 6) to include T5S8-T6 aluminum-alloy panels of similar
dimensions. Reference 6 presents a curve for the determination of the
stress at maximum load for aluminum-alloy panels, having extruded,
Z-section stiffeners attached to the skin with A17S-T4 aluminum-alloy
rivets at various combinations of rivet dismeter and pltch.

The phase of the investigation reported herein 1s an extension of
the previous work to include the effect of rivet strength, in addition
to gize and spacing, and thereby to adapt the previous data for use with
rivets of any kind.
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SYMBOILS

stliffener spacing, in.
wildth of web of stiffener, in.

coefficient of end fixlty in Euler column formule

rivet diameter, in.

effective diameter, dlameter of a standard rivet having the
same ultimate tensile load as the rivet in question, when
the former fastens equal-thickness sheets of the same total
thickness as the sheets 1n question, in.

length of penel, i1n.

rivet pitch, in.

tensile strength of rivet, equal to meximum tensile load for
rivet divided by the area of the shank, ksi

tensile strength of standard Al7S-T4 rivet in two equal-
thickness sheets of 755-T6 aluminum alloy of the same total
thickness as the sheets 1n question, ksi

average of skin and stiffener thicknesses, 1in.
skin thickness, in.
thickness of web of stiffener, in.

wildth of panel, in.

redius of gyration of panel, 1n.

average panel stress at maximum load, ksi

potential strength or highest average panel stress at maximum
load, obtained by varying diameter and pitch of A17S-Th
aluminum-glloy rivets, ksl

compressive yleld stress for the materisl, ksi
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TEST SPECIMENS

All the test specimens were 75S-T6 aluminum-alloy panels having
longitudinal, extruded, Z-section stlffeners and the dimensions shown
in figure 1. The length of the panels (I/p = 20) was chosen to avoid
column-~-bending type of fallures. The test panels were asgembled with
universal head (AN4L70) or Cherry blind type (AN:63) rivets and seven
different rivet materiasls were investlgated. The rivet materials used
were 25, 535, Al7S, and 24S aluminum alloys, FS-1 magnesium glloy,
beryllium-copper, and Monel metal. The Cherry blind rivets had A17S-Ti4
shanks and 17S-Th mandrils. Rivet diameters and pitches were varied as
in previous investigations (refs. 1 to 6).

Rivets of each material were tested for tensile strength in the
dlameters and sheet thicknesses used. The results of thesgse tests and
of tensile tests of brazier-head Huck blind rivets are shown in table 1.

The average stress at maximum load for each panel specimen was
determined in a hydreulic testing machine having an accuracy within
0.5 percent of the loasd. (The results are given in table 2.) The ends
of the specimens were ground accurastely flat and parsllel in & specilal
grinder and the method of alinement in the testing machine was such as
to insure a uniform bearing over the ends of the specimen.

The with~-grain compressive yleld stress for the panel material was
approximately T4 ksi for the sheet and 79 ksi for the stiffeners.

RESULTS AND DISCUSSION

Previous work with A17S-T4 sluminum-alloy rivets has shown that,
although the strength of stiffened compression panels generally
increases as the rivet pitch decreases and Increases as the rivet diam-
eter increases (ref. 6), a strength of riveting msy be reached above
which further increases in rivet strength will produce little change in
the strength of the panel (ref. 1). These results are confirmed by the
values given in teble 2 for panels constructed with rivets of various
materials. For relatively small diameter, widely spaced rivets, an
increase in rivet strength from the wegkest (25-F) to the strongest
(Monel) rivet material produced an sppreciable change in panel strength.
For large-dlameter, closely spaced rivets, however, there was only a
small variation in panel strength for the different rivet materials,
particularly if the rivet material was at least comparsble in strength
to the corresponding Al7S-Th aluminum-slloy rivets.
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In order to correlate the results for the various rivet materials,
uge was made of the fact that fallure of rivets in short compression
panels is primarily a feilure under tenslle load. (See ref. 1.) On
this basis, the results were plotted (fig. 2) as the ratio of actual
to potential panel strength Ek/skpot agalnst the parameter

2
( E ) / Jef? which incorporates the square of the rivet pitch
ts+ W// s+ ty

and the rivet diameter modified in proportion to the rivet tensile
strength. Except for the introduction of the effective-diameter con-
cept, thls parameter 1s the same as that used in reference 6 for the
correlation of all the previous results of the effect of riveting on
panel strength.

In the preparation of figure 2, the potential pasmel strength Ekpot’
representative of the strength of a strongly riveted panel of the pro-
portions tested, was obtained from the curves of reference 6 (reproduced
here as fig. 3) as 70 ksi, a value in good agreement with the value of
69.% ksi obtalned with the strongest riveting in the present investi-
gation. The effective rivet diameter was defined as the diemeter of a
stenderd rivet having the same ultimaete tensile load as the rivet in
question, when the former fastens equal-thickness sheets of the same
total thickness as the sheets in question. The standard rivet was taken
as an Al7S-Th aluminum-alloy rivet with tensile properties that are an
average of those of brazier-head (AN455) and universal head (AN4TO)
rivets of Al7S-T4 aluminum alloy.

Whence
8
= 4/-XL
derr %/SA (1)
where
dere effective dlameter, I1n.
d diameter of given rivet, in.
S, tensile strength of given rivet, equal to maximum tensile
load for rivet divided by area of the shank, ksi
8p tensile gtrength of standard A17S-T4 rivet in two equal-

thickness sheets of 75S5-T6 aluminum alloy of the same
total thickness as the sheets in question, ksi

Values of Ep are obtained from the expregsions

t&'V'

s, = 57 ksl <%ii < 1.67) (2a)
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or
5p = 190 - 160 5 (:Eff > 1.67) (2p)
(deff/tav) (deff/tav) av
where
tav average of skin and stiffener thicknesses, in.

These expressions were derived to fit available data presented herein
and in reference 7.

2
— = b derr
Although the use of the parameters Of/Of and
pot b+ )/t + bty

can hardly be said to cause all the results for the widely vearying rivet
properties to plot on a single curve (see fig. 2), it does csuse them to
plot within a scatter band sbout a single curve which is comparsble to
that obtained in previous investigations in which only A17S-T4# aluminum-
alloy rivets were used (ref. 6). Accordingly, the use of the concept of
an effectlive dlameter as used in figure 2 appears adequate for the corre-
lation of the results for varyling rivet properties. The validity of the
effective-diameter concept tends to be further confirmed by the fact that
the lower 1imit to the scatter band of figure 2 is very nearly the same
as that established in reference 6 for AL7S-T4 aluminum-slloy rivets

(for which dgpp = ).

Although the scatter band of figure 2 has been establlighed by tests
of only one panel cross section, the wealth of data of references 1 to 6
has well-estgblished the fact that the effect of riveting is substan-
tlally independent of variations 1in the cross section of the panel. Fur-
thermore, the speciflic panel cross section used in this Investigation,
when riveted with A17S-T& aluminum-alloy rivets, was of a strength which
plots cloge to the lower limit of the scatter band estgblished in refer-
ence 6. Accordingly, the curve of figure 2, drawn as the lower envelope
of the test poilnts, can reasonsbly be expected to be a representative
lower-limit curve, generally applicable, provided that the panel is
short enough for failure to be primarily by local buckling.

Because the curve of figure 2 1s established by rivet strengths
(a value generally less than the tensile strength of the rivet materisl
because of the tendency for the rivet to pull through the sheet), it
should be applicable to types of rivets other than the protruding, uni-
versal head rivets or the particular blind rivets used in the present
investigation. If the tensile strength of the rivet being used, in
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sheets of the material and thicknesses in question, is known, the effect
on the panel compressive strength should be approximately as indicated
in figure 2, regardless of whether the rivet is a protruding-head rivet,
a countersunk rivet, a blind rivet, or a rivet of a materisl very dif-
ferent from those considered. (Information on the tensile strength of
rivets of varilous types for use with the curve of fig. 2 may be obtained
from ref. 7 for AL7S-T4 aluminum-alloy rivets and from table 1 herein
for rivets of other materials for the case 1n which the sheets joined
ere of equal thickness. Some information on the effect of having sheets
of unequal thicknesses is given in ref. 1.)

The practical use of some of the rivets studied in this investi-
gation is, of course, restricted by such factors as the difficulty
encountered in driving magnesium rivets and the excessive panel defor-
mation caused by the use of large, closely spasced Monel rivets. Such
extreme types of rivets were included herein in order to cover g wide
range of variation in strength of riveting.

The use of the curve of figure 2 to determine the effect of riveting
on panel strength 1s 1llustrated in the following examples.

TLLUSTRATIVE EXAMPIES

In order to illustrate the epplications of the lower limit curve of
figure 2, & short, 75S-T6 aluminum-alloy, flat, Z-stiffened panel is
considered. Thils panel 1s similar to that shown in figure 1, and has
the following dimensions:

bg = 3.20 in. by = 1.28 in.
tg = 0.06k in. ty = 0.064 in.
Therefore,
bs/bs = 50 Dy [ty = 20
tw/ts = 1.00
And for these proportions, from figure 3,
E} = 45 ksi

pot
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Cagse l.- Huck blind rivets are to be used in the assembly of this
panel. The required panel strength E} is 34 ksi. The problem is to

determine the meximum allowsble rivet pitech 1f l/8—inch diameter rivets
are to be used.

First, the ratio of desired to potential strength is found as

’r =34 0.756

Ufpot 45

2
Then, from fi e 2, the value of the parameter B deff
’ g <ts + tw> tg + ty
is read from the curve as 48. The tensile strength of 1/8-inch-diameter
Huck rivets in two sheets of 0.064-inch material is found from table 1 to
be 24.4 ksi. The effective diameter may be found by substituting equa-
tion (22) or (2b) into equation (1).

Whence

s d
Aore = dy|-Z eff <16 )
eff 57 <tav 7 (32

or

2 2
d%s.. + 160t d
dorp = — i <eff >1-67> (3b)
190t av
From equation (3a)
‘2&.&
d = 0.12 —_—
eff 5 57
dEff = 0.082
and
derr _ 0.082 _ | 45
t 0.064

av
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2
Hence, the value of the parameter < P defr
ts'l'tw tS+'bw
2
(oo os0)
0.064 + 0.064
=148
0.082
0.064 + 0.06k
and solving for p yilelds
p = 0.7 in.

is
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Case 2.- The panel is to have 1/k-inch-diemeter 53S-T61 rivets at
a El.-inch pitch. The problem is to determine the strength of the

L

panel Op-

The tensile strength of these rivets is obtalned from table 1 as

5. = 26.7 ksi

The effective diameter from equation (3&) is

26.7
deff = 0.250 ——57—

deff = O. 17]_

and

derr _0am1

< Sod - 2.67 > 1.67

av

Therefore, equation (3b) must be used and

(0.250)226.7 + 160(0. 064 )2

d =
ff
© 190(0.064 )

¥
I

off 0.191 in.
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and

2
The value of the parameter < D > Jets is, then,

ts'*"bw 'tS'i-tw
2
< 2.25 )
0.064 + 0.064
= 207.1
0.191
0.064 + 0.064

And for this value of the absclsse, from figure 2,

o
— r - 0.56
Gfpot
Therefore,
op = 45(0.56)
E} = 25 ksi

CONCIUDING REMARKS

Compression tests of 75S-T6 aluminum-alloy, flat, Z-stiffened
panels, assembled wilth rivets of various materisls and so proporticned
that fallure 1s by local buckling show that the panel strength is related
to the tensile strength of the rivets and is approximately equal to the
strength of a corresponding panel riveted with A17S-T4 aluminum-slloy
rivets of such diameter that these rivets can carry the same tensile
loads as the rilvets in question. Beyond a certain adequate strength of
riveting, however, panel strength - 111 not vary apprecisbly with a fur-
ther increase 1n rivet strength. In this range of closely spaced,
large-dlameter rivets, the panel strength is found to be substantislly
the same as the strength of a corresponding panel riveted with A17S-Th
rivets of the same diameter as the rivet in gquestion. A single curve,
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derived from the test results, indicates the general relationship
between the strength of panels, of such propocrtions that fallure 1s by

local buckling, and the strength of the riveting used to attach the
stiffeners to the sheet.

Tangley Aercnautical Ieboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., March 31, 1953.
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Table 1
TENSTLE STRENGTH OF TEST RIVETS WHEN USED TO JOIN 'TWO SHEETS

OF 0.06L-TNCH-THICK 75S-T6 ATUMINUM ALLOY

Meximum average stress, s., ksi, for -
Type of rivet
d=1/161in. | d =1/8in. | d =5/32 in. | 4 = 3/16 In. | d = 1/} iIn,
P9-F (annealed)” 15.5 16.4 S 15.5 4.6
FS-1 magnesium® 35,4 30.8 ————- 25.4 19.9
Cherry blind? |  ~---- ——— —— 26.1 ——
Huck blind | = ———=- ol L 20.6 28.9 —_—
553-T618 4.3 %8.5 —— 30.7 26.7
A1TS-THE 60.5 54.2 _—— h1.5 37.1
ohs-mi# 65.8 61.3 ——— ho.9 42.8
Beryllium-copper® Bx.9 9.0 —— 58.9 37.0
Monel® 13%.2 93,7 —— 6.6 50.6
aAMTO rivets. i

bANj+63 rivets.

£962 NI VOVN



TABIE 2
AVFRAGE STRESS AT MAXIMIM LOAD FOR THE-TO PANELS

WITH VARIOUS RIVET MATERTALS

E.,; = 0.06 in.) tg = 0.064 fn.; byfty = 12;

¢o62 NI ¥O¥N

befts = 255 T.= 6.16 in.]
5/%B A7 M|
Rivet Rivet Avernge papel ptross st meximm lood, dp, for -
plich, o, diemater, 4,

in. 1in, 28 F FE8-1 magnesium Cherry 538-T61 ATS-T 2h5.Th Bery1lium-coppar Mome 1.
12 1/16 27.79 (a) (a) 3167 35,06 ™. 73 39.97 %249
/8 38,43 ho.68 (a) L3, 64 &5.05 bk, 62 L. 56 ko, e
3/16 B1.oh b5, b w570 | Phoo 38,78 577 15,88 87,59
1k k3,50 h7.08 (n) o 76 59,09 47.86 15.68 49,56
1,126. 1/15 .65 (a) (2) 15.07 4h.17 43,91 46,21 L6.TL
48 46,75 45,68 {a} 52,17 49.67 k.11 %9.68 5%, 0%
3/16 49,60 29.19 5%.98 bes, 8 5531 55.%0 51.38 55.61
/4 55,02 57.99 (=) rg.he 57.56 58.34 53,91 57.95
15/16 1/18 L6.85 {a) (a) 5.9 .01 55.09 57.00 57. 02
1/8 54,28 5h.81 (a) 61.06 Pep.66 .17 61.%1 62.13
3/16 €0.28 56,63 61.79 .05 G 74 4. b5 £0.46 bea, 3
1k 62.86 &2.57 (a) 63.88 66.12 65.39 £2.43 b 31
3% /16 h2.83 (s) Ea; h.05 bw.oa 53,92 58.25 56. 05
8 58.60 57.98 n 61.88 6.1 ch. 7 .13 65.09
3/16 62,50 60.67 61.54 63.8% 66,50 67.80 &h.08 66.53
/L 6. &.77 (a) 66.69 69.08 69.02 66.%52 bgs. 48
9/16 1/16 nk, o (=) $n) 56,95 P61, 10 £0.98 £3.31 62.9%
/8 61. 71 &0.95 5) 6y m% eh. 91 67,00 - 66.77 67.52
3/16 63.49 62.28 4. 0% 66.91 67.69 69,20 68.45 €9.30
3/6 1/16 56, 5B {a) Eag 60,02 60.83 60. 77 .50 62.10
1/8 6a.B1 8. 88 a 66.0% 66.01 67.60 671.12 £5.80
3/16 1/16 61.08 (a) {a) 63.96 £6.18 65.51 66,16 bex. oh

IRot tasted,

bAvnrusa of two tests.

€T
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Figure (.- 755~76 aluminum -alloy ftest panéls.
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